Hazard Risk Analysis
Geological (related to soil and earth)
Dust and Sand Storms
Erosion, Deposition and Desertification
Expansive Soils
Gravitational Mass Movements (Landslides)
Land Subsidence and Sinkholes
Submarine Slides

Geological
Geological hazards are related to the soil or the earth. These six hazards include: Dust and Sand
Storms; Erosion, Deposition and Desertification; Expansive Soils, Gravitational Mass Movements
(Landslides); Land Subsidence and Sinkholes, and Submarine Slides. Many geological hazards
can have natural causes and can also be caused by humans.

Dust and Sand Storms
Definition
In the Prairie Provinces (Alberta, Saskatchewan and Manitoba), Environment Canada issues a
Dust Advisory when blowing dust is expected to occur, reducing visibility to 800 metres or less for
one hour or more.
When blowing dust covers a large area, the event is termed a dust storm. Large-scale dust storm
events are often have lasting high winds at the surface that are related to very large-scale wind
storms (of a 1000 km in lenght or more; also called cyclonic or synoptic storms). Dust storms can
last from 3 to 4 hours to 2 to 3 days, and most often occur in spring. Dust storms can also be related
with a looming thunderstorm.

Discussion
Blowing dust (and sand) events are becoming more common. They can affect highway travel due
to a severe drop in visibility. Dust storms in Canada occur in the agricultural prairies. On average
they occur at least once to as often as five times per year and are often linked to serious soil
erosion. Most dust storms occur in the spring, but some dust storms are also generated in
August.
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It Happened Here…
On April 27, 2013 a dust storm hit the First Nations community of Standoff, Alberta. Dust entered
homes, people experienced difficulty breathing and some families lost power. As a result of the
storm about seven or eight families of the Blood Tribe were forced to evacuate.

Dust and Sand Storms - Natural

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Sand and dust storms are most likely to happen where they have happened in
the past. Is there a history of sand/dust storms in or near to your community?
Sand/dust storms are more likely to occur in a dry area or region which receives
less than 25 cm. of rain per year (arid). Is your community located in or near a
desert or other dry (arid) region?
Periods of drought can increase the chance of sand/dust storms. Is your
community experiencing a drought?
Soil erosion can lead to dust storms. Has there been major erosion activity in or
near your community?
Communities in the southern Prairies are more prone to dust storms than those
in the northern Prairies. Is your community in the southern Prairies?
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Dust and Sand Storms - Human-caused

Not Applicable

High Risk
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FACTORS

** Sand and dust storms are most likely to happen where they have happened in
the past. Is there a history of sand/dust storms in or near to your community?
Sand/dust storms are more likely to occur in a dry area or region which receives
less than 25 cm. of rain per year (arid). Is your community located in or near a
desert or other arid region?
Dust storms can be caused by soil erosion. Has your community experienced
significant erosion activity?
Vegetation groundcover can reduce the likelihood of sand/dust storms. Have
large areas of soil been stripped of vegetation?
Agricultural activities such as deep tillage are a major cause of soil erosion in
Canada. Is your community located in an agricultural region that practices deep
tillage?
Scientists have observed that some regions in Canada are receiving less rainfall
than before, which increases the chance of sand and dust storms. Has your
community experienced less rainfall in the past several years?

Erosion, Deposition and Desertification
Definition
Erosion is the wearing away of land by the action of natural forces, such as wind or water. For
example, coastal erosion is marked by the carrying away of beach material by wave action or
tidal currents. Similarly, river bank erosion is the result of river currents removing river bank
material. Deposition, or sedimentation, is defined as the buildup of land by natural or artificial
means. Desertification is the change of the landscape to a more desert-like environment.
Desertification is often human-induced, but likely worsened by climate change in many regions.

Discussion
Desertification, is characterized by the loss of valuable top-soil and by degradation of vegetation.
The process occurs around the world. It causes additional erosion of the earth, in addition to
naturally occurring erosion, and it affects the earth’s ability to produce food.Erosion generally
involves the removal of earth materials from one area with deposition in another and is a normal
and inevitable geologic process.Erosion can be concentrated and quick, for example when land
surfaces are gullied and stream banks are undercut.Erosion can also be widely spread and slow,
for example the wearing down of hillslopes by millimeters or centimeters over hundreds or
thousands of years. Erosion at one place will cause sedimentation (or deposition of earth’s
materials) in another place. This process of erosion and deposition can damage or destroy
waterway and riparian habitat, clog drainage structures, lakes and reservoirs, and floodplains.
Activities by people, such as grading, frequently fast-track erosion and sedimentation.
For coastal communities erosion of the foreshore for example (the area of the beach that is under
water at high tide, but above water at low tide) is important to monitor. Changes to the shoreline
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could indicate changes in sea level and long-term erosion rates. Erosion processes affecting the
coast are a function of things such as sediment supply, tides, waves, and currents, and the
geomorphic character of the coastline (for example a rocky versus a sandy beach).
Erosion processes in other regions are affected byfactors such asgroundwater conditions,
vegetative cover, land use, subsidence and freeze-thaw cycles.Logging activities that change
vegetation cover can seriously impact erosional processes on hillslopes and lead to landslides. .

It Happened Here…
On August 6, 2010 a landslide off Mount Meager, BC, provided large amounts of sediment to the
Lillooet River. The river, running through the Mount Currie First Nation and the village of
Pemberton, rapidly began to erode the landslide sediments and transport them downstream. In
some reaches river banks were rapidly eroded, in other reaches large amounts of sediment were
deposited in gravel and sand bars. Rapid build-up of sediment in the diked sections of the river is
a concern to the communities, as it reduces dike freeboard and as such increases the chance
flooding.

Human‐Caused Erosion
In 2000, spring monsoon rains washed away farmers’ seeds and plants in Central Canada. Soil
eroded away because agriculture in the region exposed it to rain. As a result, farmers’ crops were
affected by insects and diseases that bred in the wet conditions, causing a 15% drop in
production from previous years. The small town of Hiller, Ontario (population 100) was among the
many communities affected.

Human‐Caused Desertification
Desertification has been a major problem in Northern Saskatchewan since the early 1960’s, due
to deforestation from clear cutting forest practices. Saint Walburg, Saskatchewan (population
672), near Meadow Lake, is among the many communities affected by desertification and left with
unproductive land.
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Erosion, Deposition and Desertification - Natural

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk
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Not
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FACTORS

**Are there areas in your community that receive above average rainfall? The
impact of rain breaks down large pieces of soil into smaller pieces, creating a
finer texture (erosion).
**Are there areas in your community with fine-textured soils and smooth
surfaces such as clays and silts? Fine-textured soils produce more runoff than
coarse textured, or permeable sandy soils, which have the ability to let water
pass through more quickly. Fine particles are also more easily swept away by
wind (erosion).
Are there areas in your community where it takes a long time for the soil to
absorb water? This can indicate the soil has low amounts of organic matter
(e.g. dead leaves) and poor structure (it does not clump together).
Are there areas in your community where erosion has occurred in the past?
Past erosion often leads to poor soil structure and lower organic matter (e.g.
dead leaves).
Are there areas in your community with steep slopes? The longer and steeper
the slope the greater the risk of erosion due to more water runoff.
**Are there areas in your community where soil is not protected by vegetation
(e.g. grasses, trees)? Covering plants protect the soil from rain impact and
splash, slow water runoff, and allow the soil to absorb more water. Erosion
and desertification risk increases if the times of the year when rainfall is high
are the same as when plant coverage is low. Lack of vegetation also
increases erosion risk from wind, as plant roots hold the soil together.
Are there areas in your community with winds that are fast and last a long
time? These factors increase risk of soil erosion.
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Desertification Human-caused

Not Applicable

High Risk
Need More Info

No
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Hazard
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Low Risk

Need More
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Not
Applicable

FACTORS

Are there agricultural areas in your community that are over-farmed? Farming
without recovery periods can change the chemistry of the soil so that it is no
longer productive.
Are there areas in your community where intensive grazing occurs without
recovery periods? Over-grazing can weaken plant roots, making them more
vulnerable to dry weather.
Are there areas in your community that are overly irrigated? The result of
excessive irrigation may be that the soil accumulates salts as some water
evaporates.
Are there areas in your community that are deforested? When vegetation is
clear-cut from an area, the area is vulnerable to erosion and loss of soil
nutrients.
Are there areas in your community in which toxic chemicals may be building up
(due to heavy pesticide or herbicide use, for example)? Toxic buildup can make
the land no longer productive.
Are there areas in your community where vegetation is changing (for the
worst), or where vegetation used to grow and now does not? These areas are
vulnerable to erosion, because they are no longer protected by vegetation
Scientists have observed that with climate changes areas of forestation are
changing and some areas are experiencing reduced levels of rainfall thus
leading to increased likelihood of desertification. Has your community recently
experienced reduced levels of rainfall and changes in forestation?
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Erosion and Deposition Human-caused

Not Applicable

High Risk
Need More Info

No
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Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

Are there areas in your community where vegetation has been disturbed by
plowing or other human activities? Decreasing the area that plants cover the
soil, increases the risk of erosion from wind and rain.
Are there areas in your community next to or near a hydroelectric dam? Dams
increase the deposition of sediment in the lake or reservoir behind the dam,
and often lead to erosion downstream.
Are there areas in your community that are deforested? When vegetation is
clear-cut from an area, the area is vulnerable to erosion and loss of soil
nutrients.
Are there areas in your community where vegetation is changing (for the
worst), or where vegetation used to grow and now does not? These areas are
vulnerable to erosion, because they are no longer protected by vegetation.
Are there areas in your community where intensive grazing occurs without
recovery periods? Over-grazing can weaken plant roots, making them more
vulnerable to dry weather.
**Are there areas in your community at risk of desertification? (Refer to the
section on Desertification) If your community is at risk of desertification, it is
also likely at risk of erosion.
Are there areas in your community where vegetation has been disturbed by
plowing or other human activities? Decreasing the area that plants cover the
soil, increases the risk of erosion from wind and rain.

Expansive Soils
Definition
Some soils have a potential to swell when they absorb water and shrink when they dry out. These
expansive soils generally contain clays that expand when moisture is absorbed into (the crystal
structure of) the clays. Volume changes, or expansions, of 10% or more are not uncommon.
These changes in volume can exert enough force on a building or other structure to cause
damage.

Discussion
The effects of soil expansion usually involve some vertical movement of the soil/ earth surface.
Few buildings and highways are built to withstand much vertical movement. Houses and one
storey buildings are most at risk of soil expansion but even multi-storey buildings can be
damaged. Most damage occurs in basements and foundations, but since the process is slow, it
often goes unnoticed for a long time or is thought to be due to poor building design.
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It Happened Here…
Damages to the foundation of homes from expansive soils are extensive in southwestern
Saskatchewan because the ground is comprised of clay sediments that expand. Among the many
communities affected by expansive soils is Sceptre, Saskatchewan (population 99). The damage
occurs when rain or irrigation water gets under the foundation and causes the clay soil to expand.

Not Applicable

High Risk

Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Have expansive clay soils been identified in your community?
Expansive soils are one of the main causes of broken water mains. Have there
been situations where a number of water mains in your community have
broken?
Material deposited in lake water and later exposed, either by lowering of the
water level or by uplifting of the land, are particularly prone to expansive soils in
Western Canada. Are you aware of situations where there is exposed soil that
used to be covered by lake water in or near your community?
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Gravitational Mass Movement (Landslides)
Definition
Mass movement events, commonly known as ’landslides’, are
the result of downward movements of slope materials reacting
to the force of gravity.These events cover a wide variety of
land forms and processes. Slide material may be composed of
natural rocks, soils, artificial landfills or combinations of these
components.

Discussion

Figure 1. Rock Slide

Landslides can be classified according to three criteria:
1. rate of movement: While many catastrophic landslides occur in a matter of seconds to
minutes, mass wasting processes can also be very slow (millimeters to centimeters per
year, e.g. soil creep);
2. type of movement: Types of movement are avalanches, falls, topples, slides, slumps,
lateral spreads and flows (or ‘torrents’ when channelized);
3. type of material:Types of material are (bed)rock and soils, including debris, earth and
artifical landfill.
There are several causal factors that play a role in the occurrence of landslides, these are internal
or external factors that reduce the stability of a slope: slope angle, geology (type of material,
structure and layering), and water content. Chassie and Goughnour stated that "water is the
controlling or a major contributing factor in about 95 percent of all land slides." A ‘trigger’ is the
final straw that makes an unstable slope fail. Examples of triggers include: earthquakes, climate
(seasonal contrasts or lack of vegetation), undercutting and oversteepening of slopes (for
example to build roads or railways), weather (local high rainfall events), removal of vegetation
(logging or forest fires), freeze-thaw cycles (repeated freezing and thawing gradually moves a
mass (derbis, sediment) down slope). See below for some more detailed description of five of the
most common triggers:
1. Vibrations from earthquakes, blasting, machinery, traffic, and even thunder have been
known to trigger mass movements. In seismically active parts of the world, some of the
most disastrous of all historic landslides have been triggered by seismic shock.
2. Removal of lateral support by such means as erosion by streams and rivers or waves
and longshore or tidal currents (e.g. eroding of part of a hillside by a river ror stream
which increases the slope angle, making it more unstable); previous slope failure; and
results from construction, especially where cuts, quarries, pits and canals are established
or lakes and reservoirs are created and their levels altered.
3. Loading by such natural or human means as weight of rain, hail, snow; accumulation of
loose rock fragments or accumulated volcanic material; stockpiles of ore or rock; waste
piles; and weight of buildings and other structures.
4. Changes in direct water content and pore pressure and in structure. The relative stability
of a slope in either soil or rock may change radically with changes in ground water level.
If the soil or rock contains narrow but open fractures, minor increase in total water
content through precipitation may produce a large rise of the water level in the fractures
and markedly decrease the internal stress and shearing resistance. Thus, heavy rainfall
has often been found to trigger landslides.
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5. Weathering and other physical or chemical action may decrease the strength of rock and
soil, usually over long periods of time. However, structures and buildings - especially on
slopes - remain at risk from any such action.
When considering the geology of a specific area, it is necessary to consider the composition or
attributes that affect the behaviour of rocks and soils.Some rock types are more easily eroded
than others. Granite for example is a very hard and durable rock (hence its use as kitchen
countertops), but limestone is much softer and will wear away much easier. The structure of the
rocks and soils is also important as faults, folds, joints and layering effects are also known to
affect the stability.
.

Figure 2 Mass movement types according to material, nature of motion and velocity of movement (Image: unidentified
resource).
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Mass Wasting process

Velocity of movement

Debris Avalanches are terrifying avalanches of mud, rock,
brush, trees and other debris loosened and propelled by
torrential rains. Debris avalanches are very rapid to extremely
rapid debris flows.

Fast

Debris flows are a form of rapid mass movement in which
loose soil, rocks and organic matter, combined with air and
water, form a slurry that then flows down-slope.

Moderate

Debris Slides occur when soil and other loose earth materials
slide off a hillside.

Moderate-fast

Earth Creep is the slowest form of mass movement. Soil and
rock very slowly move downslope. The process occurs over
periods of years to centuries and is only visible to people
through curved trees, leaning fences or poles, and broken
retaining walls or other structures.

Slow

Earth Flow is the downslope movement of water-saturated,
fine-grained soil or weathered rock. It is typically a slow
process, but can occur in time periods varying from minutes to
years.

Slow-moderate

Mudflows are special forms of debris flows that are mainly
made of the smallest mud and silt particles. Extremely heavy
rain, or a sudden thaw can trigger these types of flows.
Mudflows are often very fluid and thus can travel with great
speed. In the case of lahars, a sudden thaw of mountain snow
and/ or ice due to a volcanic eruption can send a torrent of mud,
ash, and hot water down the slope of the volcano and over
neighboring towns.

Moderate

Rock Avalanches are similar to debris avalanches, and involve
the very rapid to extremely rapid downward motion of broken-up
bedrock.

Fast

Rock Falls occur when masses of rock, or other material, move
down-slope primarily by falling or bouncing through the air.
They commonly occur along steep roads and railroads and
along steeply undercut cliffs in coastal areas. Considerable
damage from large boulders or blocks of rock can occur. Rock
falls often accumulate in a large pile on the bottom of a steep
hill.

Fast
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Mass Wasting process

Velocity of movement

Rockslides occur when large blocks or layers/slabs of bedrock
slide down a sloping surface.

Moderate

Rock topples occur when rocks overturn, and unblocked by
any other material, is able to continue to fall or slide to the
bottom. Slides occur due to failure along one or more surfaces.
The material from the slide can be broken up into a number of
pieces or remain as one intact mass.

Slow onset to very fast

Slumps are slides of rock layers or other earth materials that
rotate backwards as they move downward. Thus they are also
called ‘rotational slides’.

Slow-moderate

Debris avalanches are often triggered by intense autumn
and winter rainstorms, when water infiltrates and saturates
the surface layer of (weathered) soil. Debris avalanches
may temporarily block gullies swollen with runoff water,
thus changing into rapidly moving debris flows. Debris
avalanches, commonly originating in shallow drainage
depressions, begin as large masses that suddenly break
away from the land form, leaving well-marked, semicircular head scarps. The high speeds are often leave a
trail of gravel, boulders and mud marked on trees along
the area of the avalanche.
Figure 3 Debris Slide

Debris flows or slides are often smaller in area and wider in
scope compared to debris avalanches. The debris slide failure surface often occurs within the upper
soil. Today, debris torrents are often due to poor logging practices. Log jams are created on
mountainous streams and then burst during a storm.
Probably the most important factor is the presence or absence
of former landslides, as this may be the best guide to future
behaviour of a slope in a region.
Mass movement processes in unstable mountainous areas of
Canada will become more common as winter precipitation
rises, permafrost melts and glaciers retreat. Water quality, fish
and wildlife habitat, as well as roads and other structures will
be at increased risk.
Figure 4 Rock Topple

It Happened Here…

On December 4, 2007 a large debris avalanche crashed into
Lake Chehalis, BC. The landslide created 10 meter high (tsunami) waves that traveled across the
lake, and caused extensive damage to the shore line. Fortunately, the landslide happened in the
winter when nobody was at the shore of the lake, as two out of three campgrounds were wiped
out and hundreds of trees were felled. The debris from the landslide however, piled up at the
outlet of the lake and formed a threat to the newly built dike, healing centre and the community of
the Chehalis First Nation.
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Mass Movements Natural
Low Risk

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Need More
Info

Not
Applicable

FACTORS

**Landslides are most likely to happen where they have happened in the past.
Have landslides previously occurred in or near to your community?
**Landslides occur primarily when slopes are saturated with water as a result
of intense rainfall, and melting snow. Is your community near a steep slope
and does it receive large amounts of rain and/or does your community
experience rapid snow melt along steep slopes?
Landslides can occur when earth dams become saturated with water and fail.
Is your community near an earth dam built along a steep slope?
Earthquakes can cause landslides. Is your community at risk for seismic
activity? (See the section on Earthquakes)
Steep slopes and inward curving (concave) slopes are more prone to
landslide. Is your community near steep slopes and concave slopes?
Soils which hold together (cohesive) soils such as clay are more prone to
slide. Is clay a common soil type in your region?

Mass Movements Human-caused

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Landslides are most likely to occur where they have occurred in the past.
Have there been previous landslides events in or near to your community? Are
there slopes in or near to your community that are known to be unstable?
Landslides may occur if there are large forested areas which have been
logged or where vegetation has been burned away along a steep slope. Is
your community near a recently logged slope or where there has recently
been a major fire?
Construction activity on or adjacent to slide-susceptible slopes can increase
the likelihood of landslides. Does your community allow construction on slidesusceptible slopes?
Scientists have observed that with increased number of rainstorms and
increased amounts of rain the likelihood of landslides could increase. Has your
community experienced increased numbers of rainstorms and increased
rainfall?
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Debris Avalanches, Debris Flows and Torrents Natural
Debris flows do not occur in flat areas. If your community and the areas in close proximity to it are
flat you can safely state that it is “Not Applicable.”

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Debris torrents and debris flows are most likely to occur where they have
occurred in the past. Has your community experienced debris flows?
Debris torrents and debris flows are likely to occur under similar conditions to
landslides. Is your community susceptible to some or all of the risk indicators
for landslides? (see the section on Landslides)
**Debris flows are most likely to occur when loose (unconsolidated) soil and
other ground material becomes saturated with water. Is your community
located on steep slopes which experience intense periods of rain and/or rapid
snowmelt? Is flooding likely or possible in your community? (see the section
on Flooding)
Debris flows often occur on slopes with eroded pathways down the
(channeled) slope. Is there evidence of channeling on slopes in or near to
your community?
Debris flows can occur if there is a volcanic eruption which suddenly melts
large quantities of snow and ice. Is your community near a volcano with snow
and ice at the peak?
Debris flows can be triggered on the site of a previous landslide. Is your
community near a previous landslide?
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Debris Avalanches, Debris Flows and Torrents - Human-caused
Low Risk

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Need More
Info

Not
Applicable

FACTORS

**Debris flows are most likely to occur where they have occurred in the past.
Have there been previous debris flow events in or near to your community?
Are there slopes in or near to your community that are known to be unstable?
Debris flows may occur if there are large forested areas which have been
logged or where vegetation has been burned away along a steep slope. Is
your community near a recently logged slope or where there has recently
been a major fire?
Construction activity on or adjacent to slide-susceptible slopes can increase
the likelihood of debris flows. Does your community allow construction on
slide-susceptible slopes?
Scientists have observed that with increased number of rainstorms and
increased amounts of rain the likelihood of debris flows could increase. Has
your community experienced increased numbers of rainstorms and increased
rainfall?

Land Subsidence and Sinkholes
Definition
Land subsidence, or sinking of land, occurs when a surface (either a flat surface or a hillslope)
has been undermined and change (or ‘deformation’) and ground movement occur.

Discussion
Causes of subsidence can be due to human activities, such as the mining of rocks, minerals and
ores; sub-surface excavations; extraction of underground liquids such as water (ground water
pumping), and oil or gas. However, most subsidence is caused by natural processes such as
groundwater flowing through soluble rocks such as limestone.
Underground mining or the pumping of groundwater, for example, creates a void within the
geological rocks or subsurface (kind of like tunneling a sand castle on a beach, which collapses
easily because of the weight on top). This causes changes and movement of the rocks (or
‘strata’) throughout an area. Depending on the size and depth of the excavation or pumping, the
deformation can reach to the surface. When an excavation or extraction becomes too big, the
roof rocks can break, and cave into the void.
Subsidence can also occur by thawing of permafrost, reduced sedimentation on river deltas,
drainage of organic soils (such as peat), and the shrinking of expansive soils.
The subsidence processes described above can cause the general lowering or sinking of the
earth’s surface, but can also form (networks of) caves (or karst topography) and sinkholes.
The main hazards related to subsidence are the collapse of sinkholes, ground water pollution and
unreliable drink water supplies. Subsidence can also cause extensive damage to buildings and
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infrastructure. Subsidence due to human activities can be avoided or minimized, but natural
subsidence is hard to avoid. A study of the surrounding geology may create awareness of
possible subsidence in an area.

It Happened Here…
On April 10, 2010, a family of four died when their home in Saint-Jude, Quebec (population 1100)
was destroyed by a sinkhole. The house became buried in clay mud by the kilometer long, 10meter deep and 500 meter wide sinkhole.

Land Subsidence and Sinkholes Natural
Low Risk

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Need More
Info

Not
Applicable

FACTORS

**Sinkholes and land subsidence are most likely to happen where they have
happened in the past. Is there a past history of sinkhole formation or land
subsidence in or near your community?
Sinkholes may occur in limestone (Karst landscape) formations or other watersoluble rock. Is your community located on or near to limestone formations?
Earthquakes may cause subsidence and sinkholes. Is your community at risk of
seismic activity? (See the section on Earthquakes)
Water saturated soil may subside or cause sinkholes. Is there a chance of rapid
rainfall or snowmelt, or flooding in your community? (See the section on
Hydrological hazards).

Land Subsidence and Sinkholes - Human-caused

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Land subsidence and sinkholes are most likely to occur where they have
occurred in the past. Is there a past history of sinkhole formation or land
subsidence in or near your community?
Groundwater pumping or oil/gas extraction can cause land subsidence or
sinkholes. Do these activities take place in or next to your community?
When minerals have been mined under the surface of the ground, the process
can cause damage to the surface which may not occur for decades after the
mining has been completed. Are there areas near your community that been
subjected to below ground mining?
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Submarine Slides
Definition
Submarine, or underwater, landslides, like their terrestrial counterparts, involve the movement of
slope materials in response to gravity. The gravity-driven movement of slope material consists of
watermixed with coarse-grained material (sands) flowing rapidly on submarine slopes or
channels.

Discussion
Submarine landslides may be triggered by seismic events or by gradual slumping of the
sediments that make up submarine slopes. Changes in the supply and deposition of sediment (by
rivers, dredge and fill, mine tailings etc.) on the submarine slope can increase the risk of failure of
that slope.
Submarine slides are also a common source of small scale coastal tsunamis. Large submarine
landslides volume can generate damaging surface waves..

It Happened Here …
In April 1975, a submarine landslide occurred in Kitimat Arm, northwest of the Douglas Channel.
The wave that was generated by the slide had recorded wave run up heights of 8.2 meters and
damaged the Haisla docks of the Kitamaat First Nations village opposite of the Inlet.

Submarine Slides - Natural

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Low Risk

Need More
Info

Not
Applicable

FACTORS

**Submarine slides are most likely to happen where they have happened in the
past. Are submarine slides known to have previously occurred in or near your
community?
Submarine slides occur on steep underwater slopes. Is your community located
on or near waterfront?
Earthquakes can cause submarine slides. Is your community at risk of seismic
activity?
Rapid underwater sedimentation can lead to submarine slides. Has rapid
sedimentation occurred along near to shore?
Fine-grained sediment is most likely to slide. Is the lake or ocean floor covered
with fine-grained sediment?
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Submarine Slides - Human-caused
Low Risk

Not Applicable

High Risk
Need More Info

No

Yes

Hazard
Rating

Need More
Info

Not
Applicable

FACTORS

**Submarine slides are most likely to occur where they have occurred in the
past. Do you know of any submarine slides near your community in the past?
Are shoreline areas near your community known to be unstable?
Submarine slides are more likely to occur along shorelines where construction
activity has taken place. Is your community located near the ocean or other
large body of water? Have construction activities changed the shoreline in or
near to your community?
Submarine slides are more likely to occur where there has been river or ocean
dredging. Has dredging taken place near the shoreline near your community?

Risk Analysis Resources
Landslides
Natural Resources Canada’s “The Atlas of Canada” provides a lot of information about landslides
including areas vulnerable to landslides and major landslides which have resulted in deaths.
http://atlas.nrcan.gc.ca/site/english/maps/geology.html#naturalhazards
Keywords: Natural Resources Canada, Atlas of Canada, landslide, natural hazard)
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